
Specimen Tray Set Up 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

STEP 1: Secure the specimen tray onto the table. Place 

the C-Clamp over the tray to secure it  underneath and 

in front of the table.  

 

 



 

                                                                                                                                  

STEP 2: Place the outer 

tower sleeve over the 

attached post. 

 

 

 

 

 

 

 

                                                                                                                               

STEP 3: Place inner tower 

into outer tower sleeve.  

 

STEP 4: Tighten both 

knobs on outer tower 

sleeve.  

 

 

 

 

                                                       

STEP 5: Slide main 

clamping jaw into 

the inner tower. 

NOTE: you may 

push the main 

clamping jaw 

upward or 

downward; 

depending on 

specimen mounting 

preference.  



                                                      

STEP 6: Secure the 

drainage tube onto the L-

Fitti ng tube, located in the 

back of the specimen tray. 

The end of the drainage 

tube should go into a plastic 

bucket.  

  

 

 

 

SUCTION SYSTEM SET UP  

 

  

 

 

 

 

 

 

 

 

                                                                                                                   

STEP 1: Secure the polycarbonate 

glass top onto the canister. 

STEP 2: Place the canister cork 

into the canister. Have the suction 

tubing and shaver tubing attached.  

STEP 3: Attach the suction tubing 

onto the suction pump  

 



SPECIMEN MOUNTING - SHOULDER 

LATERAL 

 

 

 

 

 

 

 

 

 

 

  

STEP 1: Install the shoulder jaw into the   

main clamping jaw. 

STEP 2: Take the scapula blade and insert it 

into the shoulder jaw. 

STEP 3: Tighten the shoulder jaw knob, to 

secure the scapula blade. 

STEP 4: Place traction onto the humerus if 

desired. You can use a pulley, attached to an 

IV pole.  

 

 

 

 


